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DETAILED ACTION 
Response to Arguments 

Applicant's arguments filed 03/17/2009 have been fully considered 
but they are not persuasive. 

In response to the Applicant's remarks on pages 2-7, the Examiner 
disagreed, because the claimed limitation was not described a method that 
allows the BSS to retrieve the MS's radio capabilities from a Serving GPRS 
Support Node, Therefore, the prior art can be applied unless the claimed 
limitations are given more narrow down. In this case, the claimed limitation 
"of quality of service information received by the core network entity and 
the added second information known at the core network entity level as the 
same as Uusikartano clearly discloses based on the feature of the radio 
access bearer service to set up which it means the request message/response 
message and corresponding by GGSN where the message/signal connection 
from the mobile device and the GGSN, and UTRAN. There are a relation by 
network communication between mobile device, and UTRAN "Base station 
system", SGSN "core network entity. Of course, the quality of service 
information received by the core network entity and added, modified, or 
revised based on the request a radio access network entity system (Figs 2, 3 
with description, pages 2-3, par [20-30]). Also, Uusikartano further discloses 
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how the core network sets up RAB over UTRAN based on the service such 
as set up by the core network controls the set up, modification and 
assembly/disassembly of RAB over the URAN. The set up and modification 
of the RAB are function that the core network initiates and the UTRAN 
implements. It is mean that the functionality how the core network set up 
RAB over URAN (paragraph [0020]). In modified and combined to support 
the limitations of "where this added information is used with the first 
information to perform a call admission control at the radio level". Livet 
discloses the same feature that such as the information is used with the 
number of information to perform a call admission control at the radio level 
in setup, reconfiguration or addition request control by call admission 
control (CAC) to add the number of information with Quality of Service 
QoS at the radio level that supported the UMTS network architecture 
includes a Core Network interconnected with a UMTS terrestrial Radio 
Access Network (see paragraph [48-49] and specific in Table 2 of page 7). 



